
RAMSES-ARC hyperspectral radiance meter (SN8478)

Summary

The RAMSES-ARC hyperspectral radiance meters is used to measure upwelling and sky-leaving radiance.

Manufacturer TriOS GmbH

Model RAMSES-ARC

Serial No. 8478

Type radiometer

REGISTRY-Link  REGISTRY (8660)

Position

Info no xyz-position given. Device is installed on the foremast.

X 0.0 (no unit given)
(no description given)

Y 0.0 (no unit given)
(no description given)

Z 0.0 (no unit given)
(no description given)

Parameters

Parameter O2ARegistry Output 
Type

Unit

upwelling radiance direct radiation W/m2

Documentation

 RAMSES ARC brochure (Factsheet, 740 kB)
  

 ARC-VIS_8478_20220121 (Calibration Certificate, 139 kB)
  

 Calibration_SetUp_NIST (Standard Operation Procedure, 712 kB)
  

https://registry.o2a-data.de/items/8660
https://spaces.awi.de/download/attachments/399969477/RAMSES_ARC.pdf?version=2&modificationDate=1648850458709&api=v2
https://spaces.awi.de/download/attachments/399969477/ARC-VIS_8478_20220121.pdf?version=1&modificationDate=1648850459042&api=v2
https://spaces.awi.de/download/attachments/399969477/Calibration_SetUp_NIST.pdf?version=1&modificationDate=1648850459383&api=v2
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